TRC Environmental Corporation

Boott Mills South, Foot of John Street

Lowell, MA 01852 '
(508) $70-5600

Environmental Solutions through Technology

November 29, 1993 - . KEco ,d_z;—guw

Ms. Margaret Leshen, Chief : . i
Contracts Management Section ‘

TR

J

e

gFKsF gnvi;ogmengal Protection Agency o SUpJﬁnm¥ucoxh(knwr
ederal Building .. B o
Boston, MA 02203-2211. - . %11150\,\6/;97 OC::;_g.)'
Reference:  Contract No. 68-W9-0003 TES-6 OTHER: 63‘8_95_‘__
" Work Assignment No. R01005 .
Ciba-Geigy L . "~‘ B

Corrective Action 0verslght
(Ref. 1-635- 058)

Subject: - Deliverable: Data Validation Report
, ‘ Case #: 20682, SDG: MACZ46
CLP Lab: Chemtech Consulting Group
Metals: 9/Water

Dear Ms. Leshen:

In accordance w1th the reportlng requirements of the referenced

" Work A581gnment, enclosed is the Data Validation Report for case
#20682, which was generated by Dynamac Corporation, TRC’s Data
Validation Subcontractor for this Work Assignment. The validation
was performed on analytical data from low. level water samples
collected by TRC Environmental Corporation at the Ciba-Geigy site
on August 24, 1993 and analyzed by Chemtech Consulting Group.

If you haée any questions, please feel free to contact Cynthia
Fortin, TRC’s Data validation Coordinator, at (508) 970-5757
extension 5265. ’ .

Sincerely yours,

u -

: ' _  SEMS DocID 638081
WJF/efg ' A ' - _ e - o

‘Enclosures

wWilliam J{ Farino
Regional Manager

.cc: Deborah Szaro/Moira Lataille/EPA Region I CLP TPO
Kathy Castagna/EPA Regional Project Officer (letter only)
Frank Battaglia/EPA Work Assignment Manager (letter only)
Joanna Hall/TRC Project Manager
Edward MacKinnon/TRC Lead Chemist
Laboratory Regional CLP TPO -

Offices in California, Colorado, Connecticut, HHinois, Louisiana, Massachusetts, Ne\« Jersey New York, North Ccrolmo Pennsylvomc Texas,
Washington, Washington, D.C., ond Puerto Rico - ) ) ) A TRC Compony .

Printed on Recycled Poper 7



DYNAMAC
CORPORATION -

Environmental Services

November 11, 1993

-Ms. Cynthia Fortln

‘Data Validation Coordmator

TRC Corporation

Boott Mills South, Foot of John Street
Lowell, Massachusetts 01852

Re: Contract No: 68-W9- 0003
Work Assignment No. R0100S _
Case No. 20682, SDG No. MACZ46
Site Name : Ciba-Geigy -
~ Chemtech Consulting Group
Metals: 9/WATER
Validation: Tier II

Dear Ms Fortin'

A validation was performed on 9 low level water samples, which were collected by TRC
Environmental Corporation at the Ciba-Geigy site and submitted to Chemtech '
‘Consulting Group for total metal and cyanide analysis. The sample set contained two

performance evaluation samples; no data qualifiers were applied to these samples. The -

samples were analyzed according to the USEPA Contract Laboratory Program Statement
of Work (SOW) for Inorganic Analysis, L M03.0. The data were evaluated based on the
following parameters according to the Region I Laboratory Data Validation Funct10nal
'Guidelines for Evaluating Inorganic Analyses, ngruagg 1289

data completeness
holding times

.calibration verification

~ laboratory and field blank analysis
ICP interference check sample results

- matrix spike recoveries :
laboratory and field duplicates
laboratory control sample results
furnace atomic absorption results
serial dilution results

* . detection limit results

-+ sample results

*°  All criteria were met for this parameter.

Table I summarizes the validation recommendations, which were based on the fo]lowmg '
1nformat1on

" The Dynarhac Building, 2275 Research Boulevard, Rockville, MD 20850-3268 : ‘Tel: 301-417-9800, Fax: 301-417-980'1
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Calibration Verification

The 2xCRDL standards for beryllium, manganese, and silver were outside the

control limits. Estimate (J) positive results <3xCRDL and (UJ) non-detected

results since results near the CRDL may be biased high for manganese and silver
- while the results for beryllium may be biased low.

Laboratory and Field Blank Analysis

. The following analytes were detected above the instrument detectlon limit (IDL) in
~ the laboratory and/or field blanks: .

Matrix: Water , S
| Analyte ‘Max. Conc. (ug/L) __Action Level (ug/L)
chromium 84 42
copper | 22 . - 110,
iron = -59.150 - (see below)
sodium . -696.2 . (see below)

zinc o - 71 _ 35.5
Value > IDL and < Ac’uon Level; remove the value from the analytlcal table and
report the action level on the detection limit table. '

Value > IDL and > Action Level; report the value unquahﬁed on the analytical
table. .

For negatlve blank results, estimate all values < SxIDL () and all non-detected
results.

* Laboratory. Dubli‘cate Analysis

Estimate posmve aluminum and iron results in all samples due to poor laboratory
duplicate precision.
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, Furnace Atomlc Absorptlon Analys1s

“The following samples and analytes analyzed by graphite furnace atomic absorpt1on
had post digestion spike recoveries outside the QC limits:

Analyte ' Sample(s) Affected (Percent Recovery)

arsenic . . 'MACZ48 (118.8%), MACZA49 (134.5%), MACZS52 (84.0%)
selenfum MACZA46 (60.0%), MACZS0 (32.5%), MACZ52 (58.0%)
" thallium MACZA46 (63.5%), MACZAT (77.0%), MACZA9 (64.0%),

MACZ50 (82.5%), MACZ51 (74.0%), MACZ52 (120.5%)

Estimate (J) positive and (UJ) non-detected sample results for arsenic in sample
MACZS2, for selenium in samples MACZ46, MACZ50, and MACZS52, and for
thallium in samples MACZ46, MACZA7, MACZ49, MACZ50, and MACZ51 due
to low post digestion spike recoveries. '

Estimate (J) positive sample results for arsenic in samples MACZ48 and MACZ49
. and for thallium in sample MACZS52 due to high post digestion spike recoveries.

ICP Serial Dilution.

Estimate positive sodium results in all samples due to poor serial dilution analysis
dupllcatlon .

Perl'ormance Evaluation Sample Scores

For sample MACZS53 (total metal analy51s), the results for alummum calc1um,
cobalt, iron, magnesium, nickel, potassium, sodium,-thallium, and zinc were within
windows. The results for copper were low (action) and the results for selenium
were low (warning). In addition, arsenic, which was not present in the sample, was
detected.

For samples MACZSS5 (cyanide analysis), the results for cyanide were high (action);
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ASumma_ry
. Over'all the data were a_ééepted. ‘

Smcerely,

James L. Platt, Jr. o
Manager, Compliance Services

Dynamac Corporation

- Kelly Luck
Senior Data Reviewer

Dynamac Corporatlon _

The signature below mdlcates that this data vahdatlon package has been reviewed and
approved by TRC Environmental Corporation and that TRC Environmental Corporatxon
accepts respon51b1hty for this data validation package. .

Gl
Cynthia Fortin ‘

- Data Validation Coordinator
TRC Environmental Corporation

Enclosures: Data Validation Worksheets
Sample Results Summary Tables (hardcopy)
Sample Results Summary Tables (diskette)
Regional Data Assessment Form
‘Data Package - Case No. 20682, SDG No MACZ46
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| - Case.No. 20682/SDG No. MACZ46
- Table L Recommendation_Summary.
Aluminum =~ J! "~ Magnesium A
Antimony A -~ . Manganese - A
Arsenic 2y _ ~ Mercury A
Barium A ; ‘Nickel A
Beryllium ¥ o Potassium A
Cadmium A _ . Selenium ¥
Calcium A - Silver ¥
Chromium- Al - - Sodium I
Cobalt A - * Thallium A
Copper Al | Vanadium A
Iron Ap Zinc Al
Lead A . Cyanide A
A - Accept all data. |
Al - 'Accept data; raise vdetection limits tlue to blank contamination. |
n o Estimate (J) pos1t1ve results in all samples due to poor laboratory duplicate
' precision.
" - Estimate (J) positive results in samples MACZA8 and MACZA49 due to high
post digestion spike recoveries. :
,l3 - Estimate (J) poSitive results and (UJ) non-detected results in sample
MACZ52 due to poor post digestion spike recovery. :
J* . Estimate (J) positive results <3xCRDL and (UJ) non-detected results in all
samples due to CRDL standard results outside the control windows.Estimate
(3) positive and (UJ) non-detected results in samples MADA26 through
MADA31 due to poor post dlgestlon spike recoveries.
¥ - Estimate (J) posmve results and (UJ) non-detected results in samples
MACZA6, MACZ50, and MACZS52 due to poor post digestion spike
recoveries.
J* -  Estimate (J) positive results in all samples due to poor serial dilution resu_lts. L
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7 - Estimate (J) positive results and (UJ) non-detected results in samples
MACZA46, MACZA7, MACZA49, MACZ50, and MACZS51 due to poor post
dlgestlon splke recoveries.

) Esnmate (J) positive results in sample MACZSZ due to high post dlgestlon
splke Tecovery.



-f-:;g'o:‘ [JACTION PFYI. - R o " Region__T
' . . INOR : DATA 4 SMEN] :
CASENO._____ 206%2 . LABORATORY __CHEM
SDG NO. _HAcT ¥ o DATA USER TRC Co rpo r—éﬁa{u
© SOW _ (LM03.0 - REVIEW COMPLETION DATE . TES

No. OF SAMPLES - 9 MATRIX _ wadtes
REVIEWER []ESD [] ESAT Y OTHER, oonmcrchchroRfQéAa mag

. ICP AA Hg CYANID’E

1. HOLDING TIMES | - _0 0o & o .
2. INITIAL CALIBRATIONS . - X 0 o _9
3. CONTINUING CALIBRATIONS o 0 o _o
"4, FIELD BLANKS (F" = not applicable) __C o o | 0
5. LABORATORY BLANKS x> _0. o__ 0
61s S _o0 | -
7. Lcs - | 0 0
8. DUPLICATE ANALYSIS | x> oo 2

* 9. MATRIX SPIKE . D o o . 0
10. MSA | S 9,
11. SERIAL DILUTION a |
12. SAMPLE VERIFICATION 0 0 o _o
13. REGldNAL QC (F = not appﬁabl;) 0 O 4 o) I & N
14. OVERALL ASSESSMENT M Nu’e o o)

O = No problems or minor problems that do not affect data usability. o '
X = No more than abour 5% of the data points. are qualified as either estimated or unusable.
M = More than abour 5% of the data points are qualified as estimated. -

Z = More than about 5% of the data points are qualified as unusable.

A = DPO action re‘quested;', use in conj_unction with one of the above codes.

DPO ACTION ITEMS:

AREAS OF CONCERN: - ¢ CRDL S¥dS octside. QC (inits for Be, H,\,Aj a x"'—-gmgm’m
blant - resvlis fu Fe and No ¥>-poor (ahotory duplicake Prei$1Tn
ﬁ > § — O ' ,
ﬂ’z\r é(f a_nr~d F[’/ 't )("" - Dpor. gf/rmi d/«/u‘f-z’cu,v /\C&"u(fi ‘fof No . _

Reg.III Rev.8/89 459



REGION I | e ‘Site Name Ciba - éciny
Data Review Worksheets ' . : . Reference Number

- REGION I REVIEW OF INORGANIC
CONTRACT LABORATORY DATA PACKAGE

The hardcopied (laboratory name) _CHEMTECH data package received at Reglon 1 has been
reviewed and the quality assurance and performance data summarized. The data rev1ew mcluded

Case No.: - 20682 SAS No.: ‘_--_ Samphng Date(s) " 08/24/93

SDG No.: | MACZ46 Matnx water Shipping Date(s).‘ 08/25/93
No. of Samples: 9 o Date Rec'd by Lab:  08/26/93

" Traffic Report Nos:  MACZ46, MACZA7, MACZAS, MACZ49, MACZ50, MACZS].
: MACZS2. MACZS3, MACZSS .»

“Trip Blank No.: -

Equipment Blank No.: MACZ52

Field Dup Nos: MACZ47, MACZ48
PE Samples: MACZ53, MACZ55

SOW No. ILM 03 requires that spec1fic analytical work be done and that associated reports be
. provided by the laboratory to the Regions, EMSL-LV, and SMO. The general criteria used to
determine the performance were based on an exa.mmatlon of: _

s -Data Completeness ' - - E - -Field Duplicates
-Holding Times . R + -Lab Control Sample Results
-Calibrations : - -Furnace AA Results
-Blanks ‘ _ . - -ICP Serial Dilution Results
-ICP Interference Check Results R -Detection Limit Results
-Matrix Spike Recoveries . -Sample Quantitation
-I_aboratory Duplicates '

Overall Comments: _This pac k_'qge was evaluated at the HER /i validation level.

Defmi_tions -and Qnah'fiers: |

] - Approximate data due to quality control criteria.
R - Reject data due to quality control criteria.

Kei

- Reviewer:

ate: _ 11/11/75



“REGION 1 o
Data Review Worksheet
I. DATA COMPLETENESS

MISSING INFORMATION - DATE LAB CONTACTED - DATA RECEIVED




REGION I

Data Review Worksheet

I. HOLDING TIMES -

Complete table for all samples and circle the analys1s data for samples

not w1th1n ‘Criteria. -

CYANIDE

T _ HG OTHERS
SAMPLE | DATE |ANALYSIS | ANALYSIS | ANALYSIS | . X
ID | SAMPLED | DATE DATE DATE pH ACTION
MACZ46 | 08/24/93 | 09/13/93 | 09/04/93 | 09/26/93 <2
: : 4 ~(20) (11) (33)
MACZ47 | 0824793 | 09/13/93 | 09/04/93 | 09/26/93 <2
| 20) - 1) (33
MACZ48 | 08/24/93 | 09/13/93 | 09/04/93 | 09/26/93 <2
'R ' (20) (1) ] (33) -
MACZ49 | 08/24/93 | .09/13/93 | 09/04/93 | 09/26/93 <2
: 20 | an | @33 |
MACZ50 | 08/24/93 | 09/13/93 | 09/04/93 | 09/26/93 <2
- (200 (11) (33) -
| Macz51 08/24/93 | 09/13/93 | 09/04/93 | 09/26/93 <2
| : (20) 1) (33) .
MACZ52 : | 08/24/93 | 09/13/93 | 09/04/93 | 09/26/93 | <2 -
' ' (20) o (11) . (33)
MACZS3 | 08/24/93 | 09/13/93 | 09/04/93 | 09/26/93 | <2
| o (20) (1D (33) :
MACZ55 | 08/24/93 | 09/13/93 | 09/04/93 | 09/26/93 <2
: 4 (20) a1 (33)

METALS - 120 DAYS FROM SAMPLE COLLECTION
 MERCURY - 28 DAYS FROM SAMPLE COLLECTION
CYANIDE - 14 DAYS FROM SAMPLE COLLECTION

ACTIONS: - None; all criteria were met.

Action: 1. If holding times are exceeded all pos1t1ve results are estimated (J) and non—detects :
_ are estimated (UJ).
2. If holdmg times are grossly exceeded (>2x) all results are quahfied unusable (R)



REGION 1

Data Revie_w Worksheet

I A. INSTRUMENT CALIBRATION (Section 1)

1. Recovery Criteria.

List the anaiytes which did not meet\_" the percent recovery (%R) criteria for Initial or Continuing

- Calibration.

DATE

ICV/CCV#

%R

ANALYTE

ACTION

SAMPLES AFFECTED

ACTIONS: Noﬁe; all criteria were met.

" If any analyte does not meet the %R criteria follow the actions stated below:

Positive Results

N ondetected

>125

_ ‘ %R
Results Metals CN Mercury
] uy - 75-89 70-84 65-79
] R <75 <70 . <65
J . 110-125 116-130 121-135
"R - >130 >135




REGION 1
Data Revxew Worksheet

- OI B. INSTRUMENT CALIBRATION (Sectlon 2)
2. Analytlcal Sequence

A. ' bid the laboratory use the proper number of standards for cahbratlon as descnbed in the .
' SOW" _ Yes

B. Were calibrations pefformed at the begmmng of each analysis? Yes

| . C. Were calibration standards analyzed at the beginning of sample analysis and at a
- minimum' frequency of ten percent or every two hours during analysis, whichever is more

frequent‘7 . : Yes
D. Were the correlation coefficwnts for the calibration curves for AA, Hg, and CN = 0.995?
| N/A II
E. Was a standard at 2xCRDL analyzed for all ICP analyses? Yes

2xCRDL standards exceeded the +20% criteria for the Sollowing elements Be (R, = 122.7%; R, =
- 78.5% ,Mn R; = 114.9%), andAg R, = 141. 0%)

ACTIONS. J(<3xCRDL); UJ(ND) in all samples for Be, Mn, and Ag.

Action: 1. If the minimum number of standards were not used for initial calibration or if the

' - instrument was not calibrated daily an each time the instrument was set up, qualify
the data. as unusable (R).

2. If the correlation coefficient is- <O. 995,qua.hfy results >IDL as estlmated (J), and
results <IDL as estlmated (UJ) .



REGION 1 .
Data Rev1ew Worksheet

IV A. BLANK ANALYSIS RESULTS (Section 1)

. List the blank contammatlon in Section 1 below. A separate workshéet should be used for s011 and

- water blanks

1. Laboratory Blanks

MATRIX: _water

Note: Negative blanks whose absolute value was <2xIDL were not included.

Note that samples were analyzed for Fe between CC34 and CCB7.

DATE ICB/CCB# PREP BL ANALYTE "CONC/UNITS
| CCBI o - |6.4ug/lL
CCB2 Cr 8.4ug/L
| CCB4 . Cu 22 ug/L
" PBW Fe 1-59.150 ug/L-
CCBI1 Fe 52.6 ug/L
CCB3 | Fe -45.5 ug/L
CCB4 Fe -53.6ug/L
CCB5 | Fe -55.1 ug/L
| ccB6 Fe -49.8 ug/L
CCB7 Fe -51.8 ug/L
PBW Na " 1-696.020 ug/L
CCB3 Na -652.6 ug/L
CCB4 Na -667.4 ug/L
CCB5 Na -681.1 ug/L
CCB6 | Na |-662.0ug/L
CcCB7 Na -650.6 ug/L .
CCBI . Zn 7.1ug/L
CCB2 Zn 6.9ug/L




REGION I

C Data Rev1ew Worksheet

IV A. BLANK ANALYSIS RESULTS (Section 2)

L1st the blank contammatlon in Section 2 below. A separate worksheet should be used for soil and
‘'water blanks. o . _

(
2. Equ'lpment/Trip Blanks

No analytes were detected in the field blank (MACZS2).

DATE |  EQUIP BL ANALYTE CONC/UNITS




REGION I
Data Review Worksheet

IV A BLANK ANALYSIS RESULTS (Sectlon 3)
. 3. Frequency Requlrements

A. Was a preparanon blank analyzed for each matnx for every 20 samples and for each
digestion batch? s Yes -

B. Was a cahbratlon blank run every 10 samples of every 2 ‘hours whichever is more
frequent? . B : Yes _

_ Ifno the data may be affected. Use profess1onal judgement to determme the severlty of the effect"
and' qualify the data accordmgly DlSCIJSS any actions below and list the samples affected.




~ REGION 1 -
.Data Review Worksheet

IV B. BLANK ANALYSIS RESULTS (Section 4)
4, Blank Actions -

The Actlon Levels for any analyte is equal to five times the hlghest concentration ~of that element s
contamination in any blank. The action level for samples which have been concentrated of diluted
should be multiplied by the concentration/dilution factor. No positive sample results should be
reported unless the concentration of the analyte in the sample -exceeds the Action Level (AL).
Specific actlons are as follows:

1. _When the concentration is greater than the IDL, but less than the Action Level report the
sample concentratlon detected with a U. '

2. When the sample concentration is greater than the Actlon Level report the sample
concentration unqualified. _

MATRIX: _water: _
ELEMENT |CONC./UNITS | . = AL/UNITS
Cr |8.4ugiL- 42 ug/L
Cu . - |22 ugll 110 ug/L
| Fe - |-59.150ug/L. | J(<5xIDL);UJ(ND)
Na 1-696.2 ug/L J(<5xIDL);UJ(ND)
1Zn 71ug/L B 355ug/L '

NOTE Blanks analyzed dunng a soil case must be converted to mg/kg in order to compare them’

- - with the sample results.

~ Conc. in pg/L x yolume diluted to 200 mL) x__ 1L x 1000 g x l'mg x___ 1 =mgkg

weight digested a g) 1000 mL 1kg 1000 ug % solids

ACTIONS: The. following samples were qualzﬁed with a U: Cu in MACZ47 MACZ48 MACZ50,
MACZSI Crin MACZ47, MACZA8, MACZ51; Zn in MACZ49 ' '



REGION I :
Data Rev1ew Worksheet

V A. ICP INTERFERENCE CHECK SAMPLE (Sectlon 1& 2)

List any elements 1n the ICS AB solution whlch did not meet the. criteria .for %R

DATE ELEMENT

T

ACTION

SAMPLES AFFECTED

ACTIONS: .N'one; all criteria wére met.

If an element does _'net meet.the %R criteria, follow the actions stated below:

-~ %R Positive results Nondetected results
<50% ‘R R
50-79% . ) ul -
->120% J

2. Frequency Requirements

- Were Interference QC samples run at the beginning and end of each sample analysis run or a

minimum of twice per 8 hour working shift, whichever is more frequent?

If no, the data may be affected. Use professional judgement to determine the severity of the effect

Yes

and qualify the data accordmgly D1scuss any actions below and list the samples affected




REGION 1 '
Data Review Worksheet

V B. ICP INTERFERENCE CHECK SAMPLE' (Section 3) -

3. Report the concentration of any elements detected in the ICS A solutlon > 2xIDL that should
' not be present

'CONC.
DETECTED S . ‘
. . | IN THE ICS _ CONC. OF THE INTERFERENTS IN THE ICS
'ELEMENT | Iitial Final Al Ca |- ~Fe Mg
cd . 23 -17  |514927 529351 190348 543610
Co -17  -18 |514927  |529351 190348 543610
TAg o -14 12 | 514927 529351 - 1190348 543610
Na 801 190 |514927 529351 . 1190348 543610
Zn - |71 62 514927 529351 190348 : 543610

Estimate the concentration produced by the interfering element "in all affected samples See
guidelines for examples L1st the samples affected by mterferences below: ‘

S | SAMPLE SAMPLE INTERFERENT ESTIMATED
- SAMPLE ELEMENT | CONC. " 'CONC. - INTERF.
'AFFECTED | AFFECTED (g/L)” | Al | Ca | Fe | Mg | (ug/l)

ACTIONS: None,; see 1.

1. In general, the sample data can be accepted without qualification if the sample concentrations
~ of Al, Ca, Fe, and Mg are less than or equal to their respective levels in the ICS solution.

“Give explanation for any action” taken below:




REGION I IR
Data Review Worksheet o ST

VI. MATRIX SPIKE

| TR # _MACZ49 . - ., | I " MATRIX:_water
1. Reeqr/ery Criteria - |

List the percent recoveries for "analﬁes which did not meet the required eriteria.

S - amount of spike ardded

SSR - spiked sample result '
SR - sample result '

" ANALYTE SSR SR - N 1 %R "~ ACTION

Matrix Spike Actions apply to all samples of the sarhe matrix.
ACTIONS: None, all criteria'were mer.

1 If the sample concentration exceeds the spike concentration by a factor of 4 of more, no action .
is taken.

. 2. If any analyte does not meet the %R criteria, follow the actions stated belew:

%R Positive results - Nondetected results
<30% L - R
30-74 % | J ' _u
>125% ' ‘ |

2. Frequency Criteria -

A. . Was a matrix spike prepared at tlre required fre‘quency? Yes :

B.  Was a post digestion splke analyzed for elements that dld not meet required criteria for
matrix splke recovery? . _ : Yes

A separate worksheet -should be used for each matrix spike pair.




- REGION 1

Data Review Worksheet

VIL. LABORATORY DUPLICATES

_L1st the - concentratlons of any analyte not meetmg the criteria for duplicate prec1s1on For soil
* duplicates, calculate the CRDL in mg/kg using the sample weight, volume and percent solids data
~ for the sample. JIndicate what criteria were used to evaluate prec1s1on be circling either the RPD

or CRDL for each element.

MATRIX: _water

CRDL , 1
ELEMENT | Waer soil SAML:EJ DUngilcczgg ’ RPD | ACTION
T ey | (mgkg | T | |
Aluminum . ( 200,) - | 848.8 1173.6 '32.1 J(+)
Antimony |- 60 3
Arsenic 10§
Barium ' 200 !
Beryllium )
Cadmium 5
Calcium 5000
Chromium 10
Cobalt 50
Copper . 25 . ' P ;
Iton 100 - |1863 2485.4 28.6 ) |J+)
Lead. . 5 ' ' T
Magnesium 5000
Manganese 15
Mercury 0.2
Nickel - 40
Potassium 5000
Selenium 5
Silver .10
‘Sodium 5000
'Thallium 10
Vanadium 50
Zinc 20
Cyanide 10

Laboratory Duphcate Actions should be applied to all other samples of the same matrix type.

ACTIONS See Action column dbove.

1. Estimate (J) positive results for elements which have an RPD >20% for water samples and

.>35% for soil samples, when sample results are >SxCRDL.
2. If sample results are less than 5xCRDL, estimate - (J) positive results for elements whose
" absolute difference is >CRDL (2xCRDL for s01l samples). If both samples are non-detected,

the RPD is not calculated (NC).



 REGION 1
- Data Rev1ew Worksheet _

VIII FIELD DUPLICATES

List the concentratlons of all analytes in the field duplicate pair. For soil duplicates, calculate the
CRDL in mg/kg using the sample weight, volume and percent solids data for the sample. Indicate -
what criteria were used to evaluate pre<:1510n be c1rchng either the RPD or CRDL for, each
element :
MATRIX: _water

CRDL

o : - SAMPLE # | DUPLICATE # '
ELEMENT | water |  soil MACZA7 MACZ48 = | RPD | ACTION
.  (pg/L) | (mg/kg) . A ‘ '
Aluminum 200 . |18500 19900 (7.3)

Antimony | 60 0 o -
Arsenic (10] 168 1.7 [35.8
Barium 200 50.0 50.0 0
Beryllium .5 ‘ '

Cadmium 5 ] ~

Calcium - 5000 J 18800 20200 (2.2
Chromium - 10 - 28.2 24.9 S 2
Cobalt - 50 12.2 9.9 {208/
Copper 25 0 899 81.9 (9.3)
Iron ‘ 0| - |42200 42900 (1.6

. |Lead 5 l209 215 (2.9

[Magnesium 5000 7460 7900 ' (5.7
Manganese 15 741 - |754 {1.7)
Mercury - 02| | |

[ Nickel -~ { 40) 271 115.0 57.5
Potassium 5000f .~ [5470 [ 5990 - (9.1)
Selenium .| . 5] o

| Silver - 10 :

Sodium 5000 8920 9700 - . (8.4
Thallium .10 J—
Vanadium 50 | 22.1 18.2 . \19.4)
Zinc 20 187 180 ' [ 3. 8}
Cyanide 10 -
Field Duplicate Actions should be apphed to all other samples of the same matnx type.

R ACTIONS: None; all criteria were met

1. Estimate (J) positive results for elements which have an RPD >30% for water samples and
>50% for soil samples, when sample results are >5xCRDL.

2. If sample results are less than 5xCRDL, estimate (J) positive results for elements whose

- absolute difference is >2xCRDL (4xCRDL for soil samples). If both samples are non-detected,
the RPD is not calculated (NC).
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IX. LABORATORY CONTROL SAMPLE
1. ‘Aqueous LCS

)

List any LCS recoveries not &ithih the 80-120% criteria.and the samples affected.

DATE | ELEMENT | _ %R | ACTION | SAMPLES AFFECTED

2. Solid LCS N/A.. -

- List any analytes that were not within the control windows set by the EPA for the solid LCS
sample. The 80-120% criteria is not used evaluate solid LCS results. :

ELEMENT | LCS CONC. | CONTROL WINDOWS | ACTION | SAMPLES AFFECTED

ACTIONS: None, all criteria were met.

Aqueous LCS:
' %R . E Positive results , Nondetected ‘results
<50% . L R - . R
. '50-79% o J UJ
>120% . - | I
' Solid LCS: |
A L Positive results ‘ Nondetected results
- <EPA Control Windows ] ‘ UJ
>EPA Control Windows |, ' 3 '

‘ 3. Frequency Criteria

A.  Was an LCS analyzed for every matrix, every digestion batch, and every 20 samples?
‘ S ' - Yes
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X A. FURNACE ATOMIC ABSORPTION ANALYSIS .

1. Duplicate Precision: N/A - TIER 1I validation

~ samples/elements:

Duplicate injections and one-point analytical splkes were performed for all samples
duplicate injections agreed within +20%. . : _ _
Duplicate  injections . and/or  spikes . were not ‘performed for the followmg

Duplicate injections did not agree within +20% for samples/elements:"

2. Post Digestion Sp1ke Recoveries

A

Spike recoveries met the 85-115% recovery criteria for all samples
Spike recoveries did not meet the 85-115% criteria but did not require 'MSA for the
following samples/elements: Se: MACZ52(58%), MACZ46(60%), MACZ50(32.5%);
Ti: MACZ46(63.5%), MACZ47(77%), MACZ49(64%), MACZ50(82.5%),
MACZ51(74.0%), MA(Z52(120 5%); As: MACZ48(118.8%), MACZ49(134.5%),
MA(,Z52(84%) ' o

Method of Standard Add1t1on (MSA) was used to quant1tate analytical results when
contractually required. .
v Correlation- coefficients =0. 995 accept results.
Correlation coefficients < 0.995for samples numbets/elements:

MSA 'was not performed as required for samples/elementS'

ACTIONS: The following actions were taken: As: J(+)in MACZ48 MACZA49; As: J(+);UJ(ND)
in MACZSZ Se: J(+);UJ(ND) in MACZ46, MACZ50, MACZ52; TIi: J(+) UJ(ND) in MACZA46,
MACZ47 MACZ49, MACZ50, MACZ51 IZ J(+) in MACZSZ ‘

1. Estlmated "(J) positive results if duplicate mjectlons are out51de 120% RSD or Cv.

- 2. If post dlgestlon sp1ke recovery is <40%, quahfy posmve results as estimated (J) and non-
detects as estimated (UJ). If post digestion spike recovery is <10%, qualify positive results as
estlmated (J) and non-detects as unusable (R).

3. If the sample absorbance is <50% of post digestion sp1ke absorbance, the following act1ons
“should be apphed :

%R | - . Positive results Nondetected results
<85% ' S I o Uj
>115% ) uJ

4. Estimate (J) samples results if MSA was required and not performed or is correlatlon
coefficient was <0.995.
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XI. ICP SERIAL DILUTION ANALYSIS

Senal dllutlons were performed for each matrix and results of the diluted sample

: concentratlons greater than 50x the IDL before dilution.

Serlal dllutlons were not performed for the followmg:

\

-analysis agreed within ten percent of the original undiluted analys1s for analyte

Serial dilutions were performed, but analytical results did not agree w1th1n 10% for
analyte concentrations greater than SOx the IDL before dilution.

Report all results below that do not meet the requlred laboratory criteria for ICP serial dllut1on »'

analys1s

: MATRIX: -_water

" ELEMENT

IDL

50xIDL

SAMPLE

- RESULT

SERIAL
DILUTION

%D

ACTION

Aluminum

Barium

Beryllium .

Cadmium

Calcium

Chromium:

| Cobalt

Copper -

JIron .

| Lead

Magnesium

Manganese

Nickel

Potassium

Silver

Sodium

204.0

10200

14653.00

11512.00

21.4

1J(+)

Vanadium -

Zinc

Actions apply to all samples of the same matrix.

ACTIONS: See Action. column above.
1. Estimated  (J) positive results if %D >10%.
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.XII. DETECTION LIMIT RESULTS

1 Instrument Detectlon Limits (IDLs)

4

, IDL results were present and found to be less than the CRDLSs.

IDLs were not mcluded in the data package on Form 10

IDLs were present, but the criteria ‘was not_met for the following elements:

2. Rep_orting Requirements

Yes _
N/A -

Yes

Were sample results on Form 1 reported down to the IDL and not the CRDL for -
all analytes?

Were samples results that were analyzed by ICP for As, Pb, Se, or TI at least 5x the

.IDL"

Were sample welghts volumes, and dilutions taken into account when reportmg ,
detection limits on Form 1? -~ = -

If not, the reported results may be inaccurate.  Make the necessary changes on the data summary
bles and request that the laboratory resubnut the corrected data.

XIII SAMPLE QUANTITATION

v

’Samples results fall w1tlun the linear range for ICP and within the cahbrated range '

for all other parameters

Samples results were beyond the lmear range/cahbratlon range of the instrument
for the fo]lowmg samples/elements




TABLE A Page 1 of 1
CIBA-GEIGY
08/24/93
CLP INORGANIC ANALYSIS

- CASE NO. 20682, SDG NO. MACZ48
GROUNDWATER ANALYTICAL RESULTS (UGAL)

C  Colorimetric

- UJ Sample Quantitation Limit is approximate due to limitations identified dunng the qualuty control review.

NA Not analyzed.

Sample Location MW-11D MwW-26S MW-26S(2) [MW-35S MW-32s MW-~255 Field Blank [Perform. Eval | Perform. Eval
Sample Number MACZ46 MACZ47 MACZ48 MACZ49 MACZ50 MACZ5t MACZ52 MACZ53 MACZ55
Traffic Report Number MACZ46 MACZ47 MACZ48 MACZ49 MACZ50 MACZ51 MACZ% MACZ53 MACZ55 -
Date Sampled 08/24/93 08/24/93 08/24/93 08/24/93 08/24/93 08/24/93 08/24/93 08/24/83 08/24/93
Date Analzed 09/26/93 09/26/93 09/26/93 09/26/93 09/26/93 09/26/93 09/26/93 09/26/93 09/26/93
- Dilution Factor Se =10 Se =10 Se =10 Se=10 - |Se=10 Se =10 _ L As =2 ‘
Remarks ] field dup. - : field blank
Detection
INORGANIC ELEMENTS Limits .
Aluminum _ P 56 1650 J 18500-J 19900 J 849J 20600 J 10400 J - 99700 NR
Antimony P 36.0 : ) NR
Arsenic F 5.0 10.6 16.8 1174 15.8 24.0 [ 109 NR
Barium P 15.0 50.0 50.0 231 70.1 NR
Beryllium P 2.0 uJ X .U uJ -Ud U, X NR
Cadmium P 3.0 : . NR
Calcium 0 357 - 44400 18800 20200 - 35900 20400 21100 4400 NR
.| Chromium P 6.0 28.2U 249U i 46.7 202U NR
Cobait P 8.0 12.2 . 9.9 25.0 730 . NR
Copper P 11.0 899U | 819U : . 653U 356U 31.9 NR
{hron P 18.0 2610 J 42200 J 42900 J 1860°J 58400 J 27700 J 2640 NR
Lead P 19.0 10.4 20.9 21.5 4.2 21.9 10 NR
Magnesium P 185 6800 7480 7900 5630 9350 7240 96000 NR
Manganese _ P 7.0 385 741 ‘754 130 5270 - 2510 NR
Mercury [ 0.20 ] j . ] NR
Nickel P 12.0 . 27.1 15.0 . 342 72.0 - NR
Potagsium P 380 3370 5470 5990 2630 8150- 5750 6520 NR
Selenium " F 20 UJ : UJ Ud NR
| Silver P 6.0 uJ UJ [IX ud ud uJ - UJ . NR
Sodium P 204 15100 J 8920 J 9700 J 14700 J 19000 J 15400 J 6680 NR
Thallium F 3.0 uJ Ul ] uJ UJ UJ 15.8 NR
Vanadium P 12.0 22.1 18.2 -13.7 NR
'Zinc P 4.0 39.2 187 180 55U 125 51.5 821 NR
Cyanide [9] 10.0 NR 358
Analytical Method NOTE: A blank space indicates the element was not detected.
F  Furnace "J Quartitation is approximate due to limitations identified dunng the quality control review. .-
P ICPfFlame AA R Value is rejected.
CV . Cold.Vapor . U Revised Sample Quantitation levt






